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SECTION 32 17 23

PAVEMENT MARKI NGS

PART 1 - GENERAL

1.

1.

1.

1
A.

2

3

DESCRI PTI ON

This work shall consist of furnishing and applying
surfaces, in the form of parking bays, areas restr
persons, crosswalks, andotherdetailpavementmark
the details as shown or as prescribed by the COTR.
on Uniform Traffic Control Devices for Streets and
the U.S. Department of Transportation, Federal High
details not shown.

SUBM TTALS

In accordance with Section 01 33 23, SHOP DRAWINGS,
SAMPLES, furnish Manufacturer's Certificates and Da
following materials conform to the requirements spe

Paint.

APPLI CABLE PUBLI CATI ONS

Thepublicationslistedbelowformapartofthiss
referenced. The publications are referenced in the
designation only.

Federal Specifications (Fed. Spec.):
1. TT-P-1952D
Master Painters Institute (MPI):

1. Approved Product List - 2010

PART 2 - PRODUCTS

2.

2.

1

2

A.

PAI NT

Paint for marking pavement (parking lotand zone ma
MPI No. 97, color as shown. Paint for obliterating
conformto Fed. Spec. TT-P-1952D. Paint shall be in
18L (5gallons). Acertificate shallaccompany eac
compliance with the applicable publication.

PAI NT APPLI CATOR

Apply all marking by approved mechanical equipment.
provide constant agitation of paint and travel at ¢
Synchronizeoneormorepaint"guns"toautomatical

flow in the case of skip lines. The equipment shall
applycontinuouslinesofvaryinglengthandmarkin
pneumatic spray guns for hand application of paint
paint applicator cannot be used. An experienced tec
thoroughly familiar with equipment, materials, and
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paint on pavement
icted to handicapped
ings,inaccordancewith
Conform to the Manual
Highways, published by
way Administration, for

PRODUCT DATA, AND
ta certifying that the
cified.

pecificationtotheextent
text by the basic

ng, Waterborne

rking) shall conform to
existing markings shall

containers of at least
h batch of paint stating

The equipment shall
ontrolled speeds.
lybeginandcutoffpaint
have manual control to
gwidthsasshown.Provide
in areas where a mobile
hnician that is
marking layouts shall
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control all painting equipment and operations.

2.3 SANDBLASTI NG EQUI PMENT

A. Sandblasting equipmentshallinclude an aircompres
ofpropersizeandcapacityasrequiredforcleanin
The compressor shall furnish not less than 0.08 m3/
a pressure of not less than 625 kPa (90 psi) at eac

PART 3 - EXECUTI ON

3.1 SURFACE PREPARATI ON

A. Allow new pavement surfaces to cure for a period of
before application of marking materials.

B. Thoroughly clean all surfaces to be marked before a
Removedust, dirt,and othergranular surface depos
withcompressed air, rinsing with water, oracombi
Completely remove rubber deposits, existing paint m
coatings adhering to the pavement with scrapers, wi
sandblasting, mechanicalabrasion, orapprovedchem
COTR. The application of paint conforming to Fed. S
optiontoremoval of existing paintmarkingsonasp
black paint in as many coats as necessary to comple
existing markings. Where oil or grease are present
marked, scrub affected areas with several applicati
phosphate solution or other approved detergent or d
thoroughly after each application. After cleaning,
withcutshellactopreventbleedingthroughthene
shall follow as closely as practicable after the su
and dried, but do not begin any marking until the C
surface and gives permission to proceed. The Contra
control points for marking and provide templates to
application by type and color at necessary interval
responsible to preserve and apply marking in confor
established control points.

3.2  APPLI CATI ON

A. Apply uniformly painted and reflective
color(s), length, and width with true, sharp edges
cured, prepared,anddriedsurfacesinconformance
and established control points. The length and widt
within a tolerance of plus or minus 75 mm (3 inches
mm (1/8 inch), respectively, in the case of skip ma
intervals shall not exceed the line length toleranc
surfacetobepaintedandtheatmosphereshallbea
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sor, hoses, and nozzles
gsurfacestobepainted.
s (150 cfm) of air at
h nozzle used.

not less than 14 days

pplication of paint.
its by sweeping, blowing
nation ofthese methods.
arkings, and other
re brushings,
icalsasdirectedbythe
pec. TT-P-1952 is an
haltpavement. Applythe
tely obliterate the
on old pavements to be
ons of trisodium
egreaser, and rinse
seal oil-soaked areas
wpaint.Pavementmarking
rface has been cleaned
OTR has inspected the
ctor shall establish
control paint
s. The Contractor is
mance with the

pavement marking of required

and ends on properly
withthedetailsasshown
hoflines shall conform
) and plus or minus 3
rkings. The length of
e. Temperature of the
bovel0°C [I(50°F Candless

than35°C [1(95°F (1. Apply the paint at a wet film thickness of 0.4 mm (0.015

inch).  Applypaintinonecoat.AtthedirectionoftheCO
light spots may receive additional coats. The maxim
requirements of the paint specifications will be st
prevent undue softening of asphalt, and pick-up, di
discoloration by tires of traffic. If there is a de

the marking, discontinue paint operations until cau

is determined and corrected. Remove and replace mar
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um drying time
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less than minimum material rates; deviates from tru
stipulated length and width tolerances; or shows li
other deficiencies or irregularities. Use carefully
blasting, approved grinding equipment, or other app
marking so that the surface to which the marking wa
damaged.

3.3 PROTECTI ON

A. Conductoperationsinsuchamannerthatnecessary
hindrance. Protectthe newly painted markings soth
the tires of passing vehicles will not pick up pain
atthebeginningofthewetline,andatpointswel
equipmentforalertingapproachingtrafficfrombot
flags or other similarly effective small objects ne
markings at frequent intervals to reduce crossing b
replacedamagedportionsofmarkingsatnoaddition

3.4 DETAI L PAVEMENT NMARKI NG

A. DetailPavementMarkings, exclusive ofactualtraff
andentranceislandsandturnouts,oncurbs,atcro
and at such other locations as shown. Show the Int
Symbol at indicated parking spaces. Color shall be
forthesymbolusingasuitabletemplatethatwill
with true, sharp edges and ends. Place detail pave
color(s),width(s)andlength(s),anddesignpatter

3.5 TEMPCRARY PAVEMENT MARKI NG

A. When shown or directed by the COTR, apply Temporary
thecolor(s),width(s)andlength(s)shownordirec
marking has served its purpose and when so ordered
temporary marking by carefully controlled sandblast
equipment, orotherapproved methodsothatthe sur
was applied will not be damaged. As an option, an
pressuresensitive, adhesive tapetype oftemporary
required color(s), width(s) andlength(s) may be fu
of temporary painted
for the continued durability and effectiveness of s
period for which its use is required. Remove any un
marking and replace with painted markings at no add
Government.

3.6 FI NAL CLEAN- UP
A. Remove all debris, rubbish and excess material from
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e alignment; exceeds
ght spots, , smears, or
controlled sand
roved method to remove
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traffic can move without
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natthelocationsshown.

Pavement Markings of
ted. Afterthetemporary
by the COTR, remove
ing, approved grinding
facetowhichthemarking
approved preformed
pavementmarkingofthe
rnishedandusedinlieu
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